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The PGM 320 is a low output metering 
system used in the application of low to 
medium viscosity thermoset materials. 
The machine has been used to dispense 
urethanes, epoxies and RTV silicones for a 
large number of UK Companies.

The system has the ability to monitor and 
adjust the ratio, within limits set by the 
client. The system will shut down should 
excessive deviation occur. Important for 
application where specifications need to be met for the process.

What does this machine do? Dispense epoxy resin through disposable static mixing at 
the end of a 6 metre hose pack, manual operation.
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Area of Application: The 
machine is designed to process viscous materials 
directly from the supplied container. The unit is 
flexible format adaptable to many material types, 
RTV Silicones, LSR, Polyurethanes, MMA adhesives 
and epoxy resins.

The format can be made to mix wide ratio 
materials as well as wide viscosity products. The 
unit draws upon many years experience in the Uk 
manufacturing sector.

Key Information:
Mix ratio format adjustable for 1:1 or 10: ratio 
materials.

Flow rates of up to 8 litres per minute available on 
10:1 ratio materials.

System can be adapted for 1:1 or 10:1 MMA 
adhesives.

PGM 400

Process Requirments: 
The Metering viscous materials without the need to 
decant and trap air in the product. Gear metering 
ensures a smooth pulsation free flow of materials as 
well as an easy flow and ratio adjustment.

PGM 400

Description Gear Metering system adapted to process viscous materials direct from supplied container 

Container sizes 205 & 20 litres containers. Low viscosity B from 24 litre gravity feed vessels.

Control System PGM 100 potentiometer based system with easily adjustable ratio and flow.

Ratio Control By potentiometer 

Motor size 0.55kW per component. 

Hose length 5 metres 

Output 1.5 litres per minute 

Mixer system Hand held static mixing gun with disposable mixers

Dimensions (LxBxH) 1000mm x 600mm x 1200mm 

Power requirements Single phase 13 amp & 8mm air line
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