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Reliable. Accurate. Efficient.
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PRECISION DISPENSING.
CONSISTENT QUALITY.

The PGM400 is a compact, high-performance
dispensing system engineered for accuracy,
efficiency and reliability when working with
viscous adhesives.
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ADHESIVE DISPENSING VISCOUS MATERIALS COMPOSITE MANUFACTURING

SPECIFICATION PGM400
e Gear metering system adapted to process viscous materials Control System Details
Description directly from supplied containers. g
205 litre open-top drums and 20 litre pails. Optional 24 litre * PGMA400 control system

Container Sizes

gravity feed vessels or pressure vessels if required.

PGM 400 potentiometer-based system with easily adjustable Power Supply
Control System ratio and flow. Upgradeable to PC-controlled system with 10”
software-based touch screen and flowmeter monitoring. Sinale ol 13 dR
- r] ‘I
Ratio Control By potentiometer as standard. Options for PC-controlled flowmeter i -m? : pt:asg Eal?p 3 mrr‘ll
e stk e o e flonecs ol air line (basic). 3-phase neutra

z : ; : : and earth for high-flow.
Up to 15kW motors. Each machine is configured to suit the application g

Motor Size / :
and material requirements.
Hose Length 5 metres as standard. Up to 10 metres available for remote application
Up to 20 litres per minute depending on viscosity and configuration.
Output Each machine spec'd to suit customer requirements.
Pump options: 6.0, 3.0, 1.2, 0.6, 0.3 cm*/rev.
Mixer System Handheld static mixing gun with disposable mixers as standard.
Large bore bespoke static mixers for high-flow. Compatible with robotic arms and X/Y tables.
Dimensions (LxBxH) Configured to suit customer requirements - available in side-by-side, longitudinal, and custom layouts
depending on the application and production environment.
Power Requirements Single phase 13 amp and 8mm air line (basic). 3-phase neutral and earth for high-flow.

CONSISTENT WIDE MATERIAL REDUCE WASTE SAFE & RELIABLE
DISPENSING COMPATIBILITY & DOWNTIME

: _ _ Engineered for safe
Ensures accurate Processes MMA, epoxies Accurate dosing and handling and long
mixing and repeatable and other viscous efficient operation
results every time adhesives improve productivity

PRECISION. RELIABILITY.
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